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CW-HS Series    
High-Strand OFC Premium Speaker Cables

Conductors Stranded OFC BC  (see below for AWG types)

Insulations High Density Polyethylene

Jacket PVC

Materials & Dimensions

105 Strands Per Conductor

Oxygen Free Copper

Low Friction Outer Jacket

Polyethelyne Insulation

ETL Listed for Permanent Installation

Part Number: CW-HS Series (see below for variations)

Description: High-Strand OFC Premium Speaker Cables

#18301

LISTING Temperature Range

(ETL)US CL3R
C(ETL) FT4

-20˚C to 75˚C

Per formance Characteristics

Part Number Conductor Type Number of Conductors DC Resistance Overall Diameter Bend Radius Jacket Color Weight

CW1202HS 12AWG (105x32) 2 (red, black) 1.6 Ω/Mft .294” 3.0” black 67 lbs/Mft

CW1204HS 12AWG (105x32) 4 (red, black, white, green) 1.6 Ω/Mft .343” 3.5” black 115 lbs/Mft

CW1402HS 14AWG (105x34) 2 (red,black) 2.6 Ω/Mft .246” 2.5” white 38 lbs/Mft

CW1404HS 14AWG (105x34) 4 (red, black, white, green) 2.6 Ω/Mft .285” 2.9” white 76 lbs/Mft

Product Variations


