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FOR HIGHER DENSITY, consider one of our Mini-WECO configurations.
You can order RGB, RGBS and RGBHV configurations using either WECO or
Mini-WECO standards (see page 4 for WECO Component patchbays). All
component patchbays are available either normaled or non-normaled, with 
self-terminating or non-terminating jacks.

BLACK 2x10 RGB CIRCUITS 2RU

MINI-WECO COMPONENT 

CLEAR 2x10 RGBHV CIRCUITS 2RU (CLEAR ANODIZED ALUMINUM BY SPECIAL ORDER ONLY)

BLACK 2x8 RGBS CIRCUITS 2RU

BLACK 1x10 RGB CIRCUITS 1RU

PRODUCT NUMBERS (PARTIAL LISTING ONLY) ORDERING TIP:To order a gray panel, change ÒBÓ to ÒGÓ below.

Description Number
Normaling Non-Normaling Normaling w/Terminations Non-Normaling w/Terminations

2x10, RGB, 2RU BRGB20T-2MN BRGB20T-1MN BRGB20T-2MT BRGB20T-1MT
2x8, RGBS, 2RU BRGBS16T-2MN BRGBS16T-1MN BRGBS16T-2MT BRGBS16T-1MT
2x10 RGBHV, 2RU BRGBHV20T-2MN BRGBHV20T-1MN BRGBHV20T-2MT BRGBHV20T-1MT
(Vertical)

¥ True 75 ohm
impedance with low
return loss

¥ BNC rear interface

¥ For higher density
some component video
patchbays come in a
vertical configuration  

¥ Jacks are isolated from
the front panel

¥ High-bandwidth jacks
are used, ensuring the
best performance 

¥ The center of the RGB
circuit is offset to
ensure the patchcord 
is inserted correctly

¥ Companion patchcords
include three-circuit
RGB, four-circuit
RGBS, and five-circuit
RGBHV

For more options, refer to Ordering Codes on page 8, or call your Bittree Sales Consultant.


