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WECO HIGH-BANDWIDTH

OUR WIDE RANGE OF HIGH BANDWIDTH PATCHBAYS are
designed to meet every one of your patching needs, from base-band analog to
high bit-rate digital signals.

For maximum flexibility we produce video patchbays conforming to both the
WECO and Mini-WECO 75 Ohm standard.

GRAY 1x24 1RU 

PRODUCT NUMBERS (PARTIAL LISTING ONLY) ORDERING TIP:To order a gray panel, change ÒBÓ to ÒGÓ below.

Description Number
Normaling Non-Normaling Normaling w/Terminations Non-Normaling w/Terminations

1x24, 1RU ----------------- B24S-1WNHD ----------------- B24S-1WTHD
1x26, 1RU ----------------- B26S-1WNHD ----------------- B26S-1WTHD
2x24, 1RU B48S-2WNHD B48S-1WNHD B48S-2WTHD B48S-1WTHD
2x26, 1RU B52S-2WNHD B52S-1WNHD B52S-2WTHD B52S-1WTHD
2x24, 1.5RU B48H-2WNHD B48H-1WNHD B48H-2WTHD B48H-1WTHD
2x26, 1.5RU B52H-2WNHD B52H-1WNHD B52H-2WTHD B52H-1WTHD
2x24, 2RU B48T-2WNHD B48T-1WNHD B48T-2WTHD B48T-1WTHD
2x26, 2RU B52T-2WNHD B52T-1WNHD B52T-2WTHD B52T-1WTHD

BLACK 2x24 1RU 

BLACK 2x24 1.5RU 

BLACK 2x26 2RU 

GRAY 2x28 2RU 

¥ True 75 ohm
impedance with low
return loss

¥ BNC rear interface

¥ High-bandwidth
performance

¥ Jacks conform to
SMPTE 259M and 292M

¥ Number of jacks may
be specified as 24, 26
or 28 per row. For 32
across, see Mini-WECO

¥ Black or gray 
front panel

¥ Jacks are isolated from
the front panel

¥ Available in 1, 1.5 
or 2 rack units (RU)

¥ SVHS video can be
patched using two
patchpoints and a TCS-
418 adaptor on the rear
BNC interface 

¥ To aid in laying out
designation strips,
.dwg and PDF files are
available at bittree.com

¥ For other mechanical
information, visit
bittree.com

For more options, refer to Ordering Codes on page 5, or call your Bittree Sales Consultant.


